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1 Rainwater utilisation11

Mall rainwater tank B
� C35/45 (B45) reinforced concrete tank with monolithic round structure
� Cone and shaft cover which can be walked over, class A 15, clear access Ø 600 as per DIN 1989-3
� Ready-to-connect DN 100 inlet and outlet plus opening for DN 100 supply lines

Single-tank systems
              Type                         Inner                 Nominal                    Total                 Heaviest                   Total                 Article no.                                   
                                                  Ø                     volume                    depth                    single                   weight                                                             
                                                                      (DIN 1989-3)                  TD                        part                                                                                       
                                                mm                       m3                         mm                         kg                         kg                                                         

            B 112170          1200               1,10                1700              1.480            2.060         1.3010.210       
            B 112195          1200               1,40                1950              1.775            2.325         1.3010.220       
            B 112220          1200               1,60                2200              2.070            2.650         1.3010.230       
            B 115195          1500               2,10                1950              2.000            3.100         1.3010.310       
            B 115220          1500               2,60                2200              2.300            3.475         1.3010.320       

            B 120175          2000               3,20                1750              2.630            4.070         1.3010.410       
            B 120200          2000               3,90                2000              3.170            4.610         1.3010.420       
            B 120225          2000               4,70                2250              3.590            5.030         1.3010.430        
            B 120260          2000               5,80                2600              4.160            5.600         1.3010.440        
            B 120280          2000               6,50                2800              4.510            5.950         1.3010.450        
            B 120300          2000               7.00                3000              4.850            6.290         1.3010.460        
            B 120330          2000               8.00                3300              5.360            6.800         1.3010.470        

            B 125230          2500               7,60                2300              4.615            6.325         1.3010.510        
            B 125260          2500               9,10                2600              5.215            6.925         1.3010.520        
            B 125300          2500               11.00                3000              6.015            7.725         1.3010.530        
            B 125330          2500               12,50                3300              6.615            8.325         1.3010.540        

            B 1302701)         3000               13,50                2700             8.8002)           11.570         1.3010.610        
            B 1302951)         3000               15,30                2950             9.5602)           12.250         1.3010.620        
            B 1303201)         3000               17,10                3200             10.3202)           13.010         1.3010.630        
            B 1303451)         3000               18,80                3450             11.0802)           13.770         1.3010.640        
            B 1303701)         3000               20,60                3700             11.8302)           14.520         1.3010.650        
            B 1303951)         3000               22,40                3950             12.5902)           15.280         1.3010.660        

                                                                                                                                                              
Calmed inlet                                                                                                                   1.8060.265       
Outlet piece with siphon                                                                                               1.8060.245       
Shaft cover which can be driven over by passenger cars (class B 125)                      1.1550.210       
Shaft cover which can be driven over by HGVs (class D 400) type 112170 - 125330     1.1550.410       

For freight groups and transport prices; Ø 3000 mm on request.
1) For type 130270-130395 cone with two Ø 150 mm rough cut-outs as standard, inlet depth 550 mm, 

cannot be driven over by 60 t HGVs; cover plate on request.
2) For type 130270-130395, suitable unloading equipment is to be provided on site by the customer.

By adding Ø 600 mm shaft compensating rings, the inlet and outlet depths can be increased by max. 300 mm.

View from above for Ø 2000 and Ø 2500Vertical section for Ø 2000 and Ø 2500
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Rainwater utilisation 11

Mall rainwater tank B   
� C35/45 (B45) reinforced concrete tanks with monolithic round structure
� Cones and shaft covers which can be walked over, class A 15, clear access Ø 600 as per DIN 1989-3
� Ready-to-connect DN 100 inlet and outlet plus opening for DN 100 supply lines

Dual-tank systems

              Type                         Inner                 Nominal                    Total                 Heaviest                   Total                 Article no.                 
                                                  Ø                     volume                    depth                    single                   weight                                               
                                                                      (DIN 1989-3)                  TD                        part                                                                                       
                                                mm                       m3                         mm                         kg                         kg                                                         

            B 220175          2000               6,30                 1750              2.630             9.000           1.3010.412        
            B 220200          2000               7,80                 2000              3.170             9.125           1.3010.422        
            B 220225          2000               9,40                 2250              3.590             9.965           1.3010.432        
            B 220260          2000               11,60                2600              4.160             11.105         1.3010.442        
            B 220280          2000               12,90                2800              4.510             11.805         1.3010.452        
            B 220300          2000               14,10                3000              4.850             12.485         1.3010.462        
            B 220330          2000               16.00                3300              5.360             13.505         1.3010.472        

            B 225230          2500               15,20                2300              4.615             12.835         1.3010.512        
            B 225260          2500               18,10                2600              5.215             14.035         1.3010.522        
            B 225300          2500               22.00                3000              6.015             15.635         1.3010.532        
            B 225330          2500               25.00                3300              6.615             16.835         1.3010.542        

            B 2302701)         3000               27,10                2700             8.8002)           22.965         1.3010.612        
            B 2302951)         3000               30,60                2950             9.5602)           24.485         1.3010.622        
            B 2303201)         3000               34,10                3200             10.3202)            26.005         1.3010.632        
            B 2303451)         3000               37,70                3450             11.0802)            27.525         1.3010.642        
            B 2303701)         3000               41,20                3700             11.8302)            29.030         1.3010.652        
            B 2303951)         3000               44,70                3950             12.5902)            30.545         1.3010.662        

                                                                                                                
Shaft cover which can be driven over by passenger cars (class B 125)                     1.1550.210       
Shaft cover which can be driven over by HGVs (class D 400) type 220175 - 225330    1.1550.410       

For freight groups and transport prices; Ø 3000 mm on request.

Tank connection provided for in the factory:
� Ø 186 mm drilled core hole and FORSHEDA shaft wall feed-through with 4-fold lip seal for DN 150 KG sewer pipe
� DN 150 KG sewer pipe, 1000 mm long

1) For type 230270 - 230395 cone with two Ø 150 mm rough cut-outs as standard, inlet depth 550 mm, 
cannot be driven over by 60 t HGVs; cover plate on request.

2) For type 230270 - 230395, suitable unloading equipment is to be provided on site by the customer.

By adding Ø 600 mm shaft compensating rings, the inlet and outlet depths can be increased 
by max. 300 mm.

With regard to the arrangement of pipes and draw-off, see DIN 1989-1, para. 6.

Vertical section View from above, tank 1Opening for supply line in 2nd tank
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1 Rainwater utilisation1

Mall rainwater tank FTB
� C35/45 (B45) concrete tank with monolithic round structure
� Cone and shaft covers which can be walked over, class A 15, clear access Ø 600 as per DIN 1989-3
� Ready-to-connect DN 100 inlet and outlet plus opening for DN 100 supply lines
� For grassed areas only – can be walked over

        Type                                       Inner                   Nominal                   Total                 Heaviest                   Total                 Article no.                         
                                                          Ø                       volume                   depth                    single                   weight                                                       
                                                                                (DIN 1989-3)                 TD                     weight                                                                                             
                                                        mm                         m3                         mm                         kg                         kg                                                                 

      FTB 2500/200             2000                 2,50                 1300               1.990               2.540           1.3026.410              
      FTB 3000/200             2000                 3,00                 1450               2.220               2.770           1.3026.420              
      FTB 3500/200             2000                 3,50                 1600               2.440               2.990           1.3026.430              

By adding Ø 600 mm shaft compensating rings, the inlet and outlet depths can be increased 
by max. 300 mm; frost protection of pipes which permanently carry water is to be ensured on site by the customer. 

                                                                                                                                                                                    
Siphon                                                                                                                                                   1.8060.820               
Small animal guard (HDPE)                                                                                                                   1.8060.898               

Mall rainwater tank FTB garden filter
additional to standard:
� Garden filter with handle for ease of use
� Hanging fixture in cone made of rust-proof materials (PP, stainless steel)
� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm

        Type                                       Inner                   Nominal                   Total                 Heaviest                   Total                 Article no.                         
                                                          Ø                       volume                   depth                    single                   weight                                                       
                                                                                (DIN 1989-3)                 TD                     weight                                                                                             
                                                        mm                         m3                         mm                         kg                         kg                                                                 

      FTB GF 2500/200        2000                 2,50                 1300               1.990               2.540           1.3027.410              
      FTB GF 3000/200        2000                 3,00                 1450               2.220               2.770           1.3027.420              
      FTB GF 3500/200        2000                 3,50                 1600               2.440               2.990           1.3027.430              

By adding Ø 600 mm shaft compensating rings, the inlet and outlet depths can be increased 
by max. 300 mm; frost protection of pipes which permanently carry water is to be ensured on site by the customer. 

                                                                                                                                                                                    
Siphon                                                                                                                                                   1.8060.820               
Small animal guard (HDPE)                                                                                                                   1.8060.898               
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Mall rainwater tank FTPE
� PE plastic tank
� Concrete shaft cover which can be walked over plus adjustable HDPE entry dome – childproof
� Ready-to-connect inlet and outlet plus openings for DN 100 supply lines

Type                         Length           Width               Nominal                   Total                 Heaviest                     Total                     Article no.                         
                                                                                    volume                   depth                    single                      weight                                                           
                                                                                (DIN 1989-3)                 TD                     weightt                                                             
                                    mm                mm                     m3                         mm                         kg                             kg                                                                     

FTPE 2000         2200         1200              2,00                 1200                  92                      92                 1.3110.120               

Mall rainwater tank FTPE garden filter
additional to standard:
� Garden filter with handle for ease of use
� Hanging fixture in cone made of rust-proof materials (PP, stainless steel)
� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm

Type                         Length           Width               Nominal                   Total                 Heaviest                     Total                     Article no.                         
                                                                                    volume                   depth                    single                      weight                                                           
                                                                                (DIN 1989-3)                 TD                      weight                                                                                                    
                                    mm                mm                     m3                         mm                         kg                             kg                                                                     

FTPE GF 2000   2200         1200              2,00                 1200                  92                      95                 1.3115.120              

View from aboveVertical section

Ø 600

2200

93
0

1100

35
0

62
0

TD

12
00

DN 100 
outlet

DN 100 
inlet

DN 100 
outlet

DN 100 
socket for supply-lineDN 100 

socket for supply-line

In
le

t 
ad

ju
st

ab
le

 b
y 

18
0°



Page 10 Mall GmbH, prices 2011 plus VAT

1 Rainwater utilisation1

Vertical section View from above
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Mall rainwater tank B garden filter   
� C35/45 (B45) reinforced concrete tank with monolithic round structure
� Cone and shaft cover which can be walked over, class A 15, clear access Ø 600 as per DIN 1989-3
� Ready-to-connect DN 100 inlet and outlet plus opening for DN 100 supply lines
� Garden filter with handle for ease of use
� Hanging fixture in cone made of rust-proof materials (PP, stainless steel)
� No height offset
� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm 

Single-tank systems
      Type                                       Inner             Nominal             Total           Heaviest             Total                    Article no.                     
                                                        Ø                 volume             depth             single             weight                                                      
                                                                      (DIN 1989-3)           TD                 part                                                                                         

                                                      mm                   m3                   mm                  kg                    kg                                                                

    B GF  1100/120         1200           1,10             1700          1.480           2.060             1.3015.210            
    B GF  1400/120         1200           1,40             1950          1.775           2.325             1.3015.220            
    B GF  1600/120         1200           1,60             2200          2.070           2.650             1.3015.230            

    B GF  2100/150         1500           2,10             1950          2.000           3.100             1.3015.310            
    B GF  2600/150         1500           2,60             2200          2.300           3.475             1.3015.320            

    B GF  3200/2001)       2000           3,20             1750          4.080           4.180             1.3015.410            
    B GF  3900/2001)       2000           3,90             2000          4.500           4.600             1.3015.420         
    B GF  4700/2001)       2000           4,70             2250          4.930           5.030             1.3015.430         
    B GF  5800/2001)       2000           5,80             2600          5.520           5.620             1.3015.440         
    B GF  6500/200         2000           6,50             2800          4.510           5.950             1.3015.450         
    B GF  7000/200         2000           7,00             3000          4.850           6.290             1.3015.460         
    B GF  8000/200         2000           8,00             3300          5.360           6.800             1.3015.470         

    B GF  7600/250         2500           7,60             2300          4.615           6.325             1.3015.510         
    B GF  9100/250         2500           9,10             2600          5.215           6.925             1.3015.520         
    B GF 11000/250         2500         11,00             3000          6.015           7.725             1.3015.530         
    B GF 12500/250         2500         12,50             3300          6.615           8.325             1.3015.540                               

1) with cone pre-mounted in factory
                                                                                                                    
DN 100 siphon                                                                                                 1.8060.245              
Siphon and small animal guard (PVC)                                                       1.8060.297            
Shaft cover which can be driven over by passenger cars (class B 125)         1.1550.210            
Shaft cover which can be driven over by HGVs (class D 400)                        1.1550.410            

Other nominal volumes and multiple-tank systems on request. For freight groups and transport prices on request.

By adding Ø 600 mm shaft compensating rings, the inlet and outlet depths can be increased 
by max. 300 mm. Subject to technical alterations.

Maintenance instructions with information regarding inspection and cleaning intervals can be downloaded from www.mall.info.
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Rainwater utilisation 1

Mall rainwater tank B slotted screen filter
� C35/45 (B45) reinforced concrete tank with monolithic round structure
� Cone and shaft cover which can be walked over, class A 15, clear access Ø 600 as per DIN 1989-3
� Ready-to-connect DN 100 inlet and outlet plus opening for DN 100 supply lines 
� Stainless-steel slotted screen filter, type B as per DIN 1989-2
� Hanging fixture in cone made of HDPE and stainless steel
� Calmed inlet as soakaway sump in accordance with DIN 1989-1
� No height offset
� Max. connectable roof surface area = 200 m2

� Filter mesh 0.8 mm

Single-tank systems
      Type                                       Inner             Nominal             Total           Heaviest             Total                    Article no.                                           
                                                        Ø                 volume             depth             single             weight                                                                          
                                                                      (DIN 1989-3)           TD                 part                                                                                         

                                                      mm                   m3                   mm                  kg                    kg                                                                

    B PF  3200/2001)         2000            3,20           1750         4.080         4.180             1.3016.412           
    B PF  3900/2001)         2000            3,90           2000         4.500         4.600             1.3016.422           
    B PF  4700/2001)         2000            4,70           2250         4.930         5.030             1.3016.432           
    B PF  5800/2001)         2000            5,80           2600         5.520         5.620             1.3016.442           
    B PF  6500/200           2000            6,50           2800         4.510         5.960             1.3016.452           
    B PF  7000/200           2000            7.00           3000         4.850         6.300             1.3016.462           
    B PF  8000/200           2000            8.00           3300         5.360         6.810             1.3016.472           

    B PF  7600/250           2500            7,60           2300         4.615         6.335             1.3016.512           
    B PF  9100/250           2500            9,10           2600         5.215         6.935             1.3016.522           
    B PF 11000/250           2500           11.00           3000         6.015         7.735             1.3016.532           
    B PF 12500/250           2500           12,50           3300         6.615         8.335             1.3016.542           

1) With cone pre-mounted in factory 

                                                                                                                                                                        

Slotted screen filter with DN 100 siphon                                                  1.8104.497             
Slotted screen filter with siphon and small animal guard (PVC)              1.8104.501            
Shaft cover which can be driven over by passenger cars (class B 125) 1.1550.210            
Shaft cover which can be driven over by HGVs (class D 400)                 1.1550.410            

Other nominal volumes and multiple-tank systems on request. For freight groups and transport prices on request.

By adding Ø 600 mm shaft compensating rings, the inlet and outlet depths can be increased by max. 300 mm.
Subject to technical alterations.
Maintenance instructions with information regarding inspection and cleaning intervals can be downloaded from www.mall.info.
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1 Rainwater utilisation1

Mall PE rainwater tank garden filter
3500 GF – 12000 GF

Mall PE rainwater tank hanging filter
3500 PF – 12000 PF

Mall rainwater tank PE
� PE plastic tank
� Concrete shaft cover which can be walked over plus adjustable HDPE entry dome – childproof
� Ready-to-connect inlet and outlet plus openings for DN 100 supply lines

                Type             Nominal volume  Total depth         Length         Width             Heaviest                 Total                 Article no.                 
                                      (DIN 1989-3)            TD                                                           single part             weight                                             

                                                m3                    mm                 mm               mm                     kg                         kg                                                        

      PE   1000 1) 2)       1,0             1440           1610         1060              60                 155           1.3110.410                   
      PE   2000 2)         2,0             1770           1960         1250              100                 170           1.3110.420       
      PE   3500           3,5             2500           2000         1800              150                 220           1.3110.430       
      PE   4500           4,5             2500           2480         1800              180                 250           1.3110.440       
      PE   5500           5,5             2500           2880         1800              220                 290           1.3110.445       
      PE   8000           8,0             2870           2680         2310              300                 370           1.3110.455       
      PE  12000           12,0             2870           3760         2310              400                 470           1.3110.460                   

PE garden filter
additional to standard:
� Garden filter with handle for ease of use
� Hanging fixture in tank made of rust-proof materials
� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm

PE GF  2000 2)       2,0             1770           1960         1250              100                 175           1.3115.420                   
    PE GF  3500       3,5             2500           2000         1800              150                 225           1.3115.430       
    PE GF  4500       4,5             2500           2480         1800              180                 255           1.3115.440       
    PE GF  5500       5,5             2500           2880         1800              220                 295           1.3115.445       
    PE GF  8000       8,0             2870           2680         2310              300                 375           1.3115.455       
    PE GF 12000       12,0             2870           3760         2310              400                 475           1.3115.460       

PE hanging filter
additional to standard:
� Hanging filter with slotted screen filter cartridge (slot width 0.6 mm), type B as per DIN 1989-2
� Hanging fixture in tank made of HDPE and stainless steel
� Calmed inlet as soakaway sump in accordance with DIN 1989-1
� Max. connectable roof surface area = 200 m2

� Filter mesh 1.0 mm

PE PF  2000 2)       2,0             1770           1960         1250              100                 175           1.3116.420       
    PE PF  3500         3,5             2500           2000         1800              150                 225           1.3116.430       
    PE PF  4500         4,5             2500           2480         1800              180                 255           1.3116.440       
    PE PF  5500         5,5             2500           2880         1800              220                 295           1.3116.445       
    PE PF  8000         8,0             2870           2680         2310              300                 375           1.3116.455       
    PE PF 12000         12,0             2870           3760         2310              400                 475           1.3116.460       

                                                                                                                                                                        
Optional: shaft cover (with inset lid)                                                                                         1.1550.210       
1) 400 mm opening, no supply opening     
2) Plastic cover
*) Freight and positioning with HGV crane on request
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1Rainwater utilisation 1
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Mall Fontana S garden package
� Reinforced concrete rainwater tank with integrated garden filter
� Class A 15 shaft cover which can be walked over
� Submersible motor-driven pump (see page 16)
� Connection set: pressure hose, frost protection, connector pieces, information signs and inspection set
� Ground-level draw-off point, green PE including connections
� Freight and assistance in positioning within the prepared excavation pit with the hydraulic HGV crane *)

� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm 

Type                             Inner Ø         Nominal volume     Total depth                   Heaviest                          Total                         Article no.                       
                                                                (DIN 1989-3)                 TD                         single part                       weight                                                              
                                          mm                         m3                         mm                                kg                                 kg                                                                        

GPS 3200/2001)     2000                 3,20                 1750                     4.080                     4.185                 1.3089.412              
GPS 4700/2001)     2000                 4,70                 2250                     4.930                     5.035                 1.3089.417              
GPS 5800/2001)     2000                 5,80                 2600                     5.520                     5.625                 1.3089.422              
GPS 7000/200       2000                 7,00                 3000                     4.850                     6.305                 1.3089.432              
GPS 8000/200       2000                 8,00                 3300                     5.360                     6.815                 1.3089.437              

1) With cone pre-mounted in factory

Mall Fontana L garden package
� Reinforced concrete rainwater tank with integrated garden filter
� Class A 15 shaft cover which can be walked over
� Submersible pump with integrated switchgear (see page 16)
� Connection set: pressure hose, frost protection, connector pieces, information signs and inspection set
� Garden column draw-off point, stainless steel with tap
� Freight and assistance in positioning within the prepared excavation pit with the hydraulic HGV crane *)

� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm 

Type                             Inner Ø         Nominal volume     Total depth                   Heaviest                          Total                         Article no.                       
                                                                (DIN 1989-3)                 TD                         single part                       weight                                                              
                                          mm                         m3                         mm                                kg                                 kg                                                                        

GPL 3200/2001)     2000                 3,20                 1750                     4.080                     4.185                 1.3089.452              
GPL 4700/2001)     2000                 4,70                 2250                     4.930                     5.035                 1.3089.457              
GPL 5800/2001)     2000                 5,80                 2600                     5.520                     5.625                 1.3089.462              
GPL 7000/200       2000                 7,00                 3000                     4.850                     6.305                 1.3089.472              
GPL 8000/200       2000                 8,00                 3300                     5.360                     6.815                 1.3089.477              

1) With cone pre-mounted in factory
2) Fontana garden package: rainwater tank, draw-off point, submersible motor-driven pump, connection and labelling set, 

including freight and 1/2 h positioning assistance, pedestal provided by the customer.
*) Prerequisite for positioning assistance: driveway for HGV to reverse along, to a distance of 3 m from the excavation pit.
                                                                                                                                                                                        
Optional: shaft cover (with inset lid)                                                                                                   1.1550.210               
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Mall Fontana S garden package PE
� PE plastic rainwater tank with integrated garden filter
� Concrete shaft cover which can be walked over plus adjustable HDPE entry dome – childproof
� Submersible motor-driven pump
� Connection set: pressure hose, frost protection, connector pieces, information signs and inspection set
� Ground-level draw-off point, green PE including connections
� Freight and unloading at kerbside with HGV crane
� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm

          Type             Nominal volume     Max. total depth       Length         Width             Heaviest                    Total                   Article no.                         
                                    (DIN 1989-3)                    TD                                                             single part                 weight                                                         
                                            m3                           mm                     mm               mm                    kg                           kg                                                                   

GPS PE  3500       3,50                 2500             2000         1800             150                   235             1.3089.512             
GPS PE  4500       4,50                 2500             2480         1800             180                   265             1.3089.522             
GPS PE  5500       5,50                 2500             2880         1800             220                   305             1.3089.532             
GPS PE  8000       8,00                 2870             2680         2310             300                   385             1.3089.544             
GPS PE 12000       12,00                 2870             3760         2310             400                   485             1.3089.546             

Mall Fontana L garden package PE
� PE plastic rainwater tank with integrated garden filter
� Calmed inlet above soakaway sump
� Concrete shaft cover which can be walked over plus adjustable HDPE entry dome – childproof
� Submersible pump with integrated switchgear (see page 15)
� Connection set: pressure hose, frost protection, connector pieces, information signs and inspection set
� Garden column draw-off point, stainless steel with tap
� Freight and unloading at kerbside with HGV crane
� Max. connectable roof surface area = 100 m2

� Filter mesh 1.0 mm

          Type             Nominal volume     Max. total depth       Length         Width             Heaviest                    Total                   Article no.                         
                                    (DIN 1989-3)                    TD                                                             single part                 weight                                                         
                                            m3                           mm                     mm               mm                    kg                           kg                                                                   

GPL PE  3500        3,50                 2500             2000         1800             150                   235             1.3089.552             
GPL PE  4500        4,50                 2500             2480         1800             180                   265             1.3089.562             
GPL PE  5500        5,50                 2500             2880         1800             220                   305             1.3089.572             
GPL PE  8000        8,00                 2870             2680         2310             300                   385             1.3089.584             
GPL PE 12000        12,00                 2870             3760         2310             400                   485             1.3089.586             

                                                                                                                                                                                        
Optional: shaft cover (with inset lid)                                                                                                   1.1550.210               

DN 100 
outlet

DN 100 
inlet

Mall Fontana S garden package PE Mall Fontana L garden package PE

DN 100 
outlet

DN 100 
inlet

Vertical section



Mall Fontana S garden set
� No-maintenance, corrosion-proof submersible motor-driven pump (see page 16)
� Connection set: 10 m pressure hose, frost protection, connector pieces, 

information signs and inspection set (see page 16) 
� Fontana S ground-level draw-off point, green PE including connections

Type                                                             Techn.                     Height           Weight             Article no.                   
                                                                data housing                                                                                               
                                                                          Ø                             mm                 kg                                                 

Fontana S garden set                     300                    400             10           1.3089.810           

Mall Fontana L garden set
�  No-maintenance, corrosion-proof submersible pump with integrated switchgear

and filter screen (see page 16)
� Connection set: 10 m pressure hose, frost protection, connector pieces, 

information signs and inspection set (see page 16). 
�  Fontana L garden column draw-off point, stainless steel with tap

Type Pedestal         Rainwater       Height           Weight             Article no.                   
                  source                                                                                           

square                 DN                 mm                 kg                                                 

Fontana L garden set 160/160           100            900             11           1.3089.820           

Mall Fontana Rain garden set
for automatic watering systems
�  Submersible pump with integrated switchgear and floating draw-off (see page 16)
�  Connection set: 10 m pressure hose, frost protection, connector pieces, 

information signs and inspection set (see page 16)
�  Fontana Rain ground-level draw-off point, green PE including connections
�  Automatic drinking water make-up, Expansion tank, hose set

Type                                                                                         Article no.          
                                                                                                                          

Fontana Rain garden set                                                                     1.3089.830             

Fontana S draw-off point
�  High-quality PE housing with lid, dimensions D/H=300/400 including safety plug, 

brass socket and 1˝ brass connection, Gardena stop valve
Type                                                                                                                                             Article no.         

                                                                                                                                                                                      

Fontana S draw-off point                                                                           1.3089.210         

Fontana L draw-off point
�  High-quality stainless-steel column including internal pressure hose, 

brass socket and 1˝ brass connection, stainless-steel shut-off valve

Type                                                                                 DN           Height        Weight           Article no.          
                                                                                          mm             mm              kg                                                

Fontana L draw-off point                              100         900           6           1.3089.220           

Pedestal provided by the customer

1Rainwater utilisation / Accessories 1
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1 Rainwater utilisation / Accessories1

Mall Fontana submersible motor-driven pumps
Technical DATA: Fontana S Fontana M Fontana L Fontana Rain

Submersible motor- Free-standing  Submersible motor- Submersible motor-
driven pump self-suction pump driven pump with driven pump with

integrated switchgear integrated switchgear
and filter screen and floating draw-off

Delivery rate Qmax: 5,4 m3/h 3,6 m3/h 5,7 m3/h 5,7 m3/h
Feed pressure: max. 3,6 bar max. 4 bar max. 3,6 bar max. 4,5 bar
Max. system height 36 m 40 m 20 m 20 m
Operating voltage: 230 V / 50 Hz 220 – 240 V / 50 Hz 230 V / 50 Hz 230 V / 50 Hz
Connection cable: 15 m 1 m 15 m 15 m
Inst. motor capacity: 900 W 800 W 900 W 1100 W
Connections: 1" AG 1" IG 1" IG 1" IG
Protection class: IP68 IP 68 IP 68 IP 68
Max. submersion depth: 15 m 8 m 8 m 8 m
Weight: 10,5 kg 9 kg 11 kg 11 kg
Article no. 1.3089.900 1.3089.903 1.3089.907 1.3089.908

Anschluss- und Kennzeichnungsset Fontana
Contents: Fontana S Fontana M Fontana L Fontana Rain

Quick coupler for  Quick coupler for Quick coupler for 
frost protection frost protection frost protection
Soft PVC hose Soft PVC hose Soft PVC hose Soft PVC hose
DN 25 with braided DN 25 with braided DN 25 with braided DN 25 with braided 
sleeving, length 10 m sleeving, length 5 m sleeving, length 10 m sleeving,length 10 m

2 PVC hose sleeves, 2 brass hose sleeves, 1 brass hose sleeves, 
1” male thread 1” male thread 1” male thread

4 hose clamps 2 hose clamps 4 hose clamps 4 hose clamps
20 – 32 mm 20 – 32 mm 20 – 32 mm 20 – 32 mm

double socket 1” Brass double socket, Brass double socket,
1” male thread 1” male thread

Double nipple 1” brass
DN 150 wall 
feed-through

Submersion pump Submersion pump Submersion pump
inspection set inspection set inspection set
Teflon tape Teflon tape Teflon tape Teflon tape
Installation instructions Installation instructions Installation instructions Installation instructions
Information signs, Information signs, Information signs, Information signs,
sticker sticker sticker sticker

Weight 4 kg 4 kg 4 kg 4 kg
Article no. 1.3089.910 1.3089.913 1.3089.915 1.3089.918

  

Fontana S Fontana M Fontana L Fontana Rain
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Rainwater utilisation 1

Mall Tano L domestic water 
� High-quality C35/45 (B45) reinforced concrete rainwater tank
� Integrated rust-proof stainless-steel filter, removable
� Calmed inlet above soakaway sump as per DIN 1989-1
� Class A 15 shaft cover which can be walked over
� Tano L rain centre as pump and control unit with cover (see page 21) completely pre-mounted
� Connection and labelling set
� Floating draw-off with 3 m suction hose
� Freight and assistance in positioning within the prepared excavation pit with the hydraulic HGV crane *)

Special features:
� Rainwater tank (lower tank section) with cone pre-grouted in factory (up to 5.8 m3 nominal volume)
� Ready-to-connect inlet and outlet
� Filter: slotted screen filter, type B as per DIN 1989-2, no height offset in inlet and outlet
  calmed inlet above soakaway sump as per DIN 1989-1

� Max. connectable roof surface area 200 m2

� Filter mesh 0.8 mm

    Standard type                  Inner                    Nominal                         Total                       Heaviest                     Total                       Article no.                       
                                                Ø                        volume                           depth                          single                      weight                                                             

                                                                        (DIN 1989-3)                         TD                             part                                                                                                       
                                                mm                          m3                                mm                               kg                             kg                                                                       

  HPL  3200/2002)     2000                 3,20                     1750                    4.080                 4.205               1.3088.450              
  HPL  4700/2002)     2000                 4,70                     2250                    4.930                 5.055               1.3088.455              
  HPL  5800/2002)     2000                 5,80                     2600                    5.520                 5.645               1.3088.460              
  HPL  6500/200       2000                 6,50                     2800                    4.510                 5.980               1.3088.465              
  HPL  7000/200       2000                 7,00                     3000                    4.850                 6.320               1.3088.470              
  HPL  8000/200       2000                 8,00                     3300                    5.360                 6.830               1.3088.475              

  HPL  7600/250       2500                 7,60                     2300                    4.615                 6.355               1.3088.480              
  HPL  9100/250       2500                 9,10                     2600                    5.215                 6.955               1.3088.485              
  HPL 11000/250       2500                 11,00                     3000                    6.015                 7.755               1.3088.490              
  HPL 12500/250       2500                 12,50                     3300                    6.615                 8.355               1.3088.495              

1) Rainwater tank, Tano L rain centre, connection and labelling set, including freight and 1/2 h positioning assistance.
2) With cone pre-mounted in factory
*) Prerequisite for positioning assistance: driveway for HGV to reverse along, to a distance of 3 m from the excavation pit.

                                                                                                                                                                                                        
Shaft cover which can be driven over by passenger cars (class B 125)                              1.1550.210             
Shaft cover which can be driven over by HGVs (class D 400)                                            1.1550.410             
15 m suction hose set (optional)                                                                                           1.3099.320             

62
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Vertical section of rainwater tank Mall Tano L rain centre
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1 Rainwater utilisation1

Mall Tano L domestic water PE
� PE plastic tank
� Integrated rust-proof stainless-steel filter, removable
� Calmed inlet above soakaway sump as per DIN 1989-1
� Plastic entry dome with concrete shaft cover which can be walked over – childproof
� Monsoon L rain centre as pump and control unit completely pre-mounted
� Connection and labelling set
� Floating draw-off with 3 m suction hose
� Ready-to-connect inlet and outlet plus opening for DN 100 supply lines

Special features:
� Ready-to-connect inlet and outlet
� Filter: slotted screen filter, type B as per DIN 1989-2, no height offset in inlet and outlet
  calmed inlet above soakaway sump as per DIN 1989-1

� Max. connectable roof surface area 200 m2

� Filter mesh 0.8 mm

          Type             Nominal volume         Total depth           Length         Width             Heaviest                    Total                   Article no.                         
                                    (DIN 1989-3)                    GT                                                               single part                 weight                                                         
                                            m3                           mm                     mm               mm                    kg                           kg                                                                   

HPL PE  3500         3,50                 2500             2000         1800             150                   245             1.3088.650             
HPL PE  4500         4,50                 2500             2480         1800             180                   275             1.3088.655             
HPL PE  5500         5,50                 2500             2880         1800             220                   315             1.3088.660             
HPL PE  8000         8,00                 2870             2680         2310             300                   385             1.3088.667             
HPL PE 12000         12,00                 2870             3760         2310             400                   485             1.3088.670             

                                                                                                                                                                                        
Optional: 15 m-Saugschlauchset                                                                                                     1.3099.320               

DN 100 
inlet

DN 100 
outlet

Vertical section of rainwater tank Mall Tano L rain centre
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Overview of Mall domestic water station pump curves

Tano S, M, L (= “L 230”) and Tano “L duo” pump curves

Tano XL, Tano L duo and Tano L plus feeder / Tano L feeder

Tano XL pump curve
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Rainwater treatment 1

Vertical section of MLK - R Vertical section of MLK - L

Mall lamellar separator
for treatment of rainwater from sealed surfaces 

before discharge into waterbodies / ground water

� Round C35/45 (B45) reinforced concrete tank with monolithic structure
� HDPE lamellas with stainless-steel retaining structure
� Articulated pipe connection in inlet for plastic pipe (other pipe materials on request)
� Shaft cover plates, class D if applicable (can be driven over by 60 t HGVs)
� PE-HD inlet fittings, outlet fittings and brackets

Surface loading rate: 18 m/h

Type Inner Ø Total Permissible Nominal Heaviest Total Article no.
or depth Q width single weight

width / length part
mm mm l/s DN kg kg

LK-R 20/18 2000 2875 17,2 200 7.450 9.020 1.3313.110
LK-R 25/18 2500 2875 33,3 200 9.255 11.545 1.3313.120
LK-R 30/18 3000 3055 56,7 300 12.575 16.455 1.3313.130
LK-L 24-1/18 2400/3950 3240 120 300 19.100 25.850 1.3313.205  
LK-L 24-2/18 2400/5200 3260 245 400 25.200 34.770 1.3313.210  
LK-L 36/18 3650/8600 3365 365 500 26.000 75.980 1.3313.220  
LK-L 56-1/18 5600/8600 3575 610 600 18.890 92.980 1.3313.230  
LK-L 56-2/18 5600/11600 3825 1240 700 19.700 117.100 1.3313.240  

Surface loading rate: 9 m/h

Type Inner Ø Total Permissible Nominal Heaviest Total Article no.
or depth Q width single weight

width / length part
mm mm l/s DN kg kg

LK-R 20/09 2000 2875 8,6 150 7.450 9.020 1.3313.115
LK-R 25/09 2500 2875 16,7 150 9.235 11.525 1.3313.125
LK-R 30/09 3000 3065 28,4 250 12.545 16.425 1.3313.135
LK-L 24/09 2400/5200 3260 123 300 25.200 34.770 1.3313.215  
LK-L 36/09 3650/8600 3365 184 400 26.000 75.870 1.3313.225  
LK-L 56/09 5600/8600 3575 305 500 18.890 92.980 1.3313.235  

Measurement basis and notes as for MSAL and determination of the connectable surface area (see page 30: sedimentation 
systems – long), particularly classification as per leaflet from the German Association for Water, Wastewater and Waste
(Deutsche Vereinigung für Wasserwirtschaft, Abwasser und Abfall, DWA) DWA-M 153.

Extensions / variations at extra cost
� Internal coating, resistant to light liquids
� Dimensions / materials of inlet and outlet lines
� Bypass solution via upstream flow-dividing structure
� Emergency slider in outlet pipe with spindle drive and manhole cover
� Flushing flap for optimised suction removal of sludge

For freight groups and transport prices on request.
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1 Notes1


